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STEEL SOCKET CLAMP DIMENSIONS (INCHES) ABOVE ANCHOR STRAP DIMENSIONS (INCHES)
SIZE] A B c D E T |ROD&CWASHSIZE| | SIZE| B G H L [ R [S
4 5 | 1458 1/2 2 |5/6x31/2| 5/8 3/4 4 [101/8 [5/8X21/2[13/16 [121/2 [2 1/2 | 3/4
6 718 1878 112 2 [5/6x31/2] 5/8 3/4 6 [121/8 [58X21/2[13/16 [14 1/2]3 9/16 | 3/4
s o516 1018 58 | 212 56334 58 3 8 [143/8 |58 X212 13/16 |16 3/4 |4 21/32] 34
10 | 11172] 213/8] 58 | 2112 |5/6x33/4] 3/ 3/4 “m “mmp\mm mm\mww:m “ “nm ww w\\HMM wm wm
12 | 1312 2516 58 | 3 |5/6x33/4] 3/ 34
14 | 1334 2814 34 | 3 |7/8x4 12| 78 3/4
16 | 177/8) 3138 34 | 4 |78x41/2] 78 34
20 | 221/8] 373/4] 3/ | 412| 11/4x5 | 118 34
24 | 2638 441/4] 3/ | 5 [171/2x6 1121 1/4 34
NOTES:
1. INSTALLATION AND MATERIAL OF RODS, CLAMPS, STRAPS,
BOLTS AND WASHERS SHALL CONFORM TO THE NATIONAL FIRE
CODE - NFFA NO. 24 (LATEST REVISION)
2. YOKES AND ANCHOR STRAPS FOR FITTINGS LARGER THAN 12"
SHALL BE DESIGNED AND APPROVED FOR SPECIFIC INSTALLATION
3. RODS TO BE HIGH TENSILE, NOT ROLLED STEEL WITH TENSILE
STRENGTH OF 110,000 P.S.I. AND A MIN. OF 95,000 YIELD STRENGTH
4. NUTS TO HAVE HEAVY DUTY SEMI-FINISH WITH NATIONAL COURSE
THREADS
5. AFTER INSTALLATION, TIE RODS AND CLAMP ASSEMBLY SHALL BE
THOROUGHLY COVERED WITH ROYSTON LABORATORIES, INC.
ROSKOTE MASTIC NO. A939 OR KOPPERS CO., INC. BITUMASTIC
SUPERSERVICE BLACK OR APPROVED EQUIVALENT
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